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Introduction

 [START_REF] Gardner | Some steady-state solutions of the unsaturated moisture flow equation with application to evaporation from a water table[END_REF]proposed an exponential relation between the soil hydraulic conductivity, K (L T - 1 ) and the water pressure head, h (L):

𝐾(ℎ) = 𝐾 𝑠 𝑒𝑥𝑝(αℎ) (1) 
where Ks (L T -1 ) is the saturated soil hydraulic conductivity and α (L -1 ) is a fitting parameter. Many authors pointed out the importance of the α parameter. For instance, [START_REF] Philip | Reply To "Comments on Steady Infiltration from Spherical Cavities[END_REF] introduced a parameter related to α called sorptive length that expresses the role of sorption in multidimensional

(2-3D) steady state flows. The reciprocal of α, i.e., the macroscopic capillary length, λc (L), is a more general length scale parameter that was firstly defined as an integral parameter by [START_REF] Bouwer | Unsaturated Flow in Ground-Water Hydraulics[END_REF] (called capillary fringe in his work) and later discussed in detail by [START_REF] White | Macroscopic and microscopic capillary length and time scales from field infiltration[END_REF] and [START_REF] Philip | Reply To "Comments on Steady Infiltration from Spherical Cavities[END_REF]. This parameter expresses the relative importance of gravity and capillary forces during water movement in unsaturated soils [START_REF] Raats | Analytical Solutions of a Simplified Flow Equation[END_REF]. More specifically, low λc values indicate a dominance of gravity over capillarity, which occurs in coarse-textured and/or highly structured porous media.

On the contrary, high λc values indicate dominance of capillarity over gravity, which occurs in finetextured and/or unstructured porous media (Reynolds et al., 2002).

The λc parameter depends on the soil hydraulic characteristics and the initial condition [START_REF] Smith | Infiltration theory for hydrologic applications[END_REF], and is defined as follows [START_REF] Philip | Reply To "Comments on Steady Infiltration from Spherical Cavities[END_REF]:

λ 𝑐 = ϕ 𝑚 Δ𝐾 (2) 
where ΔK (=Ks -Ki) stands for the difference between Ks and the initial soil hydraulic conductivity, Ki (L T -1 ), and ϕm (L 2 T -1 ) is the matric flux potential, defined by [START_REF] Gardner | Some steady-state solutions of the unsaturated moisture flow equation with application to evaporation from a water table[END_REF]:

ϕ 𝑚 = ∫ 𝐾(ℎ)𝑑ℎ 0 ℎ 𝑖 ℎ 𝑖 ≤ ℎ ≤ 0 (3) 
where hi (L) is the initial soil water pressure head.

Eq. ( 1) has been used in numerous studies to solve the flow problem (e.g., [START_REF] Philip | Steady Infiltration From Buried Point Sources and Spherical Cavities[END_REF][START_REF] Wooding | Steady Infiltration from a Shallow Circular Pond[END_REF]. Therefore, the knowledge λc has a noticeable practical interest since these parameters were included in many infiltrometer methods for calculating the saturated soil hydraulic conductivity [START_REF] Bagarello | A Simplified Falling-Head Technique for Rapid Determination of Field-Saturated Hydraulic Conductivity[END_REF](Bagarello et al., , 2014d(Bagarello et al., , e.g., 2017;;[START_REF] Elrick | Methods for analyzing constant-head well permeameter data[END_REF][START_REF] Nimmo | Rapid Measurement of Field-Saturated Hydraulic Conductivity for Areal Characterization[END_REF][START_REF] Reynolds | Ponded Infiltration From a Single Ring: I. Analysis of Steady Flow[END_REF]Stewart and Abou Najm, 2018a;[START_REF] Wu | Measuring Saturated Hydraulic Conductivity using a Generalized Solution for Single-Ring Infiltrometers[END_REF]. Sometimes, its reciprocal, α, is considered, instead.

Many infiltrometer techniques have been developed overtime to estimate λc (e.g., [START_REF] Bagarello | Testing a Simplified Approach to Determine Field Saturated Soil Hydraulic Conductivity[END_REF][START_REF] Reynolds | Ponded Infiltration From a Single Ring: I. Analysis of Steady Flow[END_REF]Stewart and Abou Najm, 2018a;[START_REF] Wu | Measuring Saturated Hydraulic Conductivity using a Generalized Solution for Single-Ring Infiltrometers[END_REF]. However, all these methods present some limitation. For instance, the two-ponding depths method by Reynolds and [START_REF] Reynolds | Ponded Infiltration From a Single Ring: I. Analysis of Steady Flow[END_REF] requires the execution of complicate experiments in the field for measuring the steady state flow rates corresponding to two ponding depths of water. [START_REF] Bagarello | Testing a Simplified Approach to Determine Field Saturated Soil Hydraulic Conductivity[END_REF] proposed some empirical equations, that however need to be calibrated on experimental infiltration data.

Approach 3 by Stewart and Abou Najm (2018b) uses water retention data to constrain λc, thus this method requires the estimation of the θ(h) relationship. Other methods are based on the analysis of transient state data, as for the case of the method 1 by [START_REF] Wu | Measuring Saturated Hydraulic Conductivity using a Generalized Solution for Single-Ring Infiltrometers[END_REF] and Approach 2 by Stewart and Abou Najm (2018a), that need an accurate and often not easy to obtain description of the transient state [START_REF] Di Prima | Experimental assessment of a new comprehensive model for single ring infiltration data[END_REF]. Therefore, alternative methods for estimating λc from simple and easily replicable infiltration experiments could substantially reduce the amount of work necessary to obtain accurate estimates of soil hydraulic properties in the field (Bagarello et al., 2014d).

The objective of this investigation was to validate a simple field method to estimate the macroscopic capillary length by only using a single-ring infiltration experiment of the Beerkan type [START_REF] Lassabatere | Beerkan estimation of soil transfer parameters through infiltration experiments-BEST[END_REF] and a measurement of the initial and saturated soil water contents. The theoretical analysis was initially developed. The proposed method was then validated using analytically generated data and a Beerkan infiltration database including 433 field experiments.

Theory

According to [START_REF] White | Macroscopic and microscopic capillary length and time scales from field infiltration[END_REF], Eq. ( 2) could be rewritten as:

λ 𝑐 = 𝑏 𝑆 2 (∆θ ∆𝐾) (4)
where b is a dimensionless constant dependent on the shape of the soil water diffusivity function, S (L T -0.5 ) is the soil sorptivity [START_REF] Philip | The theory of infiltration: 4. Sorptivity and algebraic infiltration equations[END_REF], Δθ (=θs -θi) stands for the difference between the saturated, θs (L 3 L -3 ), and initial, θi (L 3 L -3 ), volumetric soil water content. For field soils, b is commonly set equal to 0.55 and Ki is negligible [START_REF] White | On the variability and use of the hydraulic conductivity alpha parameter in stochastic treatments of unsaturated flow[END_REF].

The estimation of the macroscopic capillary length with equation (4) requires the previous determination of sorptivity and hydraulic conductivity. These quantities can be estimated thanks to water infiltration experiments and fitting to the quasi-exact implicit (QEI) model developed by [START_REF] Haverkamp | Three-dimensional analysis of infiltration from the disc infiltrometer: 2. Physically based infiltration equation[END_REF] or its related approximate expansions (see Lassabatere et al., 2009 for more details). [START_REF] Haverkamp | Three-dimensional analysis of infiltration from the disc infiltrometer: 2. Physically based infiltration equation[END_REF] proposed the following approximate expansion for the description of the steady-state for water infiltrated through a disc source while maintaining a zero water pressure head at surface:

𝐼 3𝐷 +∞ (𝑡) = (𝐾 𝑠 + γ𝑆 2 𝑟∆θ ) 𝑡 + 𝑆 2 2(1-β)∆𝐾 𝑙𝑛 ( 1 β ) (5) 
Where r (L) is the radius of the source, γ and β are two infiltration constants, often fixed at 0.75 and 0.6, respectively [START_REF] Haverkamp | Three-dimensional analysis of infiltration from the disc infiltrometer: 2. Physically based infiltration equation[END_REF]. 𝑏 𝑠 (L) and 𝑖 𝑠 (L T -1 ) that are the intercept and slope of the steady state approximate expansion are defined as a function of hydraulic conductivity and sorptivity as follows:

𝑖 𝑠 = 𝐾 𝑠 + 𝛾𝑆 2 𝑟 𝑑 ∆𝜃 (6a) 𝑏 𝑠 = 𝑆 2 2(1-𝛽)∆𝐾 𝑙𝑛 ( 1 𝛽 ) (6b) 
In this study, we use the equation defining the intercept, 𝑏 𝑠 , to quantify the ratio between sorptivity and the difference in hydraulic conductivity, as already suggested by Castellini et al. (2018):

𝑆 2 ∆𝐾 = 𝑏 𝑠 𝐶 (7a) 𝐶 = 1 2(1-β) 𝑙𝑛 ( 1 β ) (7b) 
The implementation of such expression into equation (4) leads to the following expression for the macroscopic capillary length:

λ 𝑐 = 𝑏 ∆𝜃 𝑏 𝑠 𝐶 (8) 
Eq. ( 8) constitutes a considerable simplification, allowing to estimate the macroscopic capillary length, λc, by only using the infiltration experiment and a measurement of difference between the initial and saturated soil water contents, ∆𝜃. Indeed, once the intercept of the steady state, bs, is estimated, using for instance the linear regression of the last points of the cumulative infiltration, and once the parameter b is determined, λ 𝑐 can be easily determined. Note that [START_REF] White | Macroscopic and microscopic capillary length and time scales from field infiltration[END_REF] fixed b at 0.55 for the case when the initial hydraulic conductivity is far lower than the saturated hydraulic conductivity, Ki << Ks. In addition, β is fixed at 0.6, leading to a value of 0.639.

The previous estimation of the macroscopic capillary length may allow the estimation of the saturated hydraulic conductivity. Many methods for calculating the saturated soil hydraulic conductivity from single-ring data require an estimation of λc or its inverse α. Thus, in this investigation, we also assessed the impact of the proposed approach on Ks calculation. Among the λcdependent methods, we considered the following methods for estimating the saturated hydraulic conductivity:

i) the One-Ponding Depth (OPD) method by [START_REF] Reynolds | Ponded Infiltration From a Single Ring: I. Analysis of Steady Flow[END_REF];

ii) the method 2 by [START_REF] Wu | Measuring Saturated Hydraulic Conductivity using a Generalized Solution for Single-Ring Infiltrometers[END_REF] 

Material and methods

Analytically generated data

We assessed the accuracy of the proposed calculation approach to yield reliable λc and Ks predictions by using the same six soils (i.e., sand, loamy sand, sandy loam, loam, silt loam, silty clay loam) considered by [START_REF] Hinnell | Explicit infiltration function for boreholes under constant head conditions: INFILTRATION FUNCTION FOR BOREHOLES[END_REF] and [START_REF] Bagarello | Estimating saturated soil hydraulic conductivity by the near steady-state phase of a Beerkan infiltration test[END_REF] to cover a wide range of hydraulic responses. We modelled the infiltration experiments for these synthetic soils using the parameters listed by [START_REF] Carsel | Developing joint probability distributions of soil water retention characteristics[END_REF] to describe the water retention curve and the hydraulic conductivity function according to the van Genuchten-Mualem model [START_REF] Mualem | A new model for predicting the hydraulic conductivity of unsaturated porous media[END_REF][START_REF] Van Genuchten | A closed-form equation for predicting the hydraulic conductivity of unsaturated soils[END_REF]) (Table C):

{ θ(ℎ) = θ 𝑟 + (θ 𝑠 -θ 𝑟 )[1 + α 𝑉𝐺 |ℎ| 𝑛 ] -𝑚 ℎ < 0 θ(ℎ) = θ 𝑠 ℎ ≥ 0 (9a) 𝑚 = 1 - 1 𝑛 (9b) 𝐾(ℎ) = 𝐾 ̂𝑠𝑆𝑒 𝑙 [1 -(1 -𝑆𝑒 1 𝑚 ⁄ ) 𝑚 ] 2 (9c) 
where 𝐾 ̂𝑠 (L T -1 ) is the actual value of the saturated soil hydraulic conductivity, αVG is an empirical parameter related to the inverse of the air-entry pressure head, n is the pore size distribution index, Se = (θ -θr)/(θs -θr) is the effective saturation degree, θr (L 3 L -3 ) is the residual water content, l is the pore connectivity parameter, assumed to be 0.5 by [START_REF] Mualem | A new model for predicting the hydraulic conductivity of unsaturated porous media[END_REF]. To also test the effect of the initial soil water content on parameters predictions, initial values of Se ranging from 0.1 to 0.8 were considered when modeling infiltration. For a given soil and an initial Se value, the actual value of the macroscopic capillary length, λ ̂𝑐, was estimated by Eq. (2).

The cumulative infiltration curves were generated using the infiltration model proposed by [START_REF] Haverkamp | Three-dimensional analysis of infiltration from the disc infiltrometer: 2. Physically based infiltration equation[END_REF]. More specifically, for any zero or negative value of the pressure head at the soil surface, 1D cumulative infiltration, I1D (L), into an initially uniform unsaturated soil profile can be modelled by the following 1D implicit equation [START_REF] Haverkamp | Infiltration under ponded conditions: 3. A predictive equation based on physical parameters[END_REF]:

2Δ𝐾 2 𝑆 2 𝑡 = 1 1-β [ 2Δ𝐾 𝑆 2 (𝐼 1𝐷 (𝑡) -𝐾 𝑖 𝑡) -𝑙𝑛 ( 𝑒𝑥𝑝(2β Δ𝐾 𝑆 2 (𝐼 1𝐷 (𝑡)-𝐾 𝑖 𝑡))+β-1 β )] (10) 
with ΔK = 𝐾 ̂𝑠 -Ki. Eq. ( 10) was extended to three-dimensional (3D) infiltration from a surface disk source by [START_REF] Smettem | Three-dimensional analysis of infiltration from the disc infiltrometer: 1. A capillary-based theory[END_REF], adding a term representing 3D geometrical effects [see Eq. ( 23)

of [START_REF] Smettem | Three-dimensional analysis of infiltration from the disc infiltrometer: 1. A capillary-based theory[END_REF]:

𝐼(𝑡) = 𝐼 1𝐷 (𝑡) + 𝛾𝑆 2 𝑟 𝑑 Δθ ( 11 
)
where I is 3D cumulative infiltration, γ is a shape parameter for geometrical correction of the infiltration front shape, commonly set at 0.75 for θi < 0.25 θs [START_REF] Haverkamp | Three-dimensional analysis of infiltration from the disc infiltrometer: 2. Physically based infiltration equation[END_REF]. For a given soil and an initial Se value, sorptivity was estimated from soil hydraulic properties in the interval of soil water pressure head between hi and 0 as follows [START_REF] Parlange | Convergence and validity of time expansion solutions: a comparison to exact and approximate solutions[END_REF]:

𝑆 = √∫ (θ 𝑠 + θ -2θ 𝑖 )𝐾(ℎ)𝑑ℎ 0 ℎ 𝑖 (12) 
Then, Eqs. ( 10) and ( 11) were used to generate cumulative infiltration curves. Shape parameters β and γ were assumed equal to the default values, i.e., 0.6 and 0.75, respectively (Angulo-Jaramillo et al., 2019). The duration of the infiltration process was fixed at three times the maximum time, tmax (T), for which the transient expression of the 3D Haverkamp equation (see Eq. (3a) in [START_REF] Lassabatere | Beerkan estimation of soil transfer parameters through infiltration experiments-BEST[END_REF]) can be considered valid, with tmax calculated as follows [START_REF] Lassabatere | Beerkan estimation of soil transfer parameters through infiltration experiments-BEST[END_REF]:

𝑡 𝑚𝑎𝑥 = 1 4(1-𝐵) 2 ( 𝑆 𝐾 ̂𝑠) 2 (13a) 𝐵 = 2-𝛽 3 (1 - 𝐾 𝑖 𝐾 ̂𝑠) + 𝐾 𝑖 𝐾 ̂𝑠 (13b)
These analytical data were used to estimate the intercept, bs, and the slope, is, by linear regression analysis of the last three data points of the cumulative infiltration versus time plot, which were assumed to provide a reliable description of steady state conditions. Then, we estimated λc and Ks by Eqs. ( 8) and (t1-4), respectively. These estimates were compared with the corresponding actual values, i.e., the λ ̂𝑐 values estimated with Eq. ( 2) and the 𝐾 ̂𝑠 values by [START_REF] Carsel | Developing joint probability distributions of soil water retention characteristics[END_REF] listed in Table C, using the relative error, Er, defined as follows:

𝐸𝑟(𝑥) = 100 × 𝑥-𝑥 x ̂ (14)
Where 𝑥 ̂ is the actual value for λ ̂𝑐 or 𝐾 ̂𝑠 and x is the corresponding estimated value λc or Ks. Note that positive Er(x) values indicate overestimations whereas negative values indicate underestimations. Small deviations, i.e., Er(x) ~ 0, suggest that the estimated soil hydraulic parameters are close to actual values. According to the accuracy criterion by [START_REF] Reynolds | An assessment of borehole infiltration analyses for measuring field-saturated hydraulic conductivity in the vadose zone[END_REF], the estimates were deemed accurate when they fell within the range 0.75 < x/ 𝑥 ̂ < 1.25 (i.e. < 25% error).

Such a stringent accuracy criterion was used because the parameters were estimated by analytically generated data, and therefore they were free of the perturbations embedded in field and laboratory measurements (e.g., measurement error, random noise and natural variability).

The Beerkan infiltration database

In this investigation we considered a large database of Beerkan infiltration experiments carried out in four different countries, i.e., Italy, Burundi, France and Spain, during the period 2010-2017 (Table S). However, nearly half of the runs, i.e., the 46.7% were carried out in Sicily (Italy) (202 out of 433).

While, the 35,1% of the runs (152 out of 433) were carried out in Burundi in the African great lakes region. The runs were carried out at 433 sampling points on soils having contrasting textural characteristics, i.e., from sandy to clayey (Figure T).

All Beerkan experiments were carried out according to the methodology described by [START_REF] Lassabatere | Beerkan estimation of soil transfer parameters through infiltration experiments-BEST[END_REF]. As prescribed by the Beerkan method, a stainless steel ring was inserted shallowly into the soil (~1 cm). For each run, different volumes of water were successively poured on the confined soil surface. The number of poured volumes varied depending on time needed to reach steady state, as required by the Beerkan method [START_REF] Angulo-Jaramillo | Beerkan Estimation of Soil Transfer parameters (BEST) across soils and scales[END_REF]. The Beerkan experiments considered in this investigation were performed using rings with inner diameters from 5 to 30 cm.

The volume of water for each pouring was chosen in order to establish ponding condition on the entire infiltration surface; the volumes ranged from 17 to 800 mL, depending on the used ring (Table S).

The energy of the falling water was dissipated with fingers to minimize the soil disturbance owing to water pouring, as commonly suggested (e.g., Di Prima et al., 2019). For each poured volume, the time needed for the water to infiltrate was recorded, and the cumulative infiltration, I (mm), was plotted against time, t (h).

Similarly to the procedure previously described to analyse analytical generated curves, for each Beerkan experiment we estimated the intercept, bs (mm), and the slope, is (mm h -1 ), of the regression line fitted to the data points describing steady state conditions. Then, we estimated λc and Ks by Eqs.

(8) and (t1-4), respectively.

For the field data, we chose not to use a reference λc value, as an independent datum that can be used for assessing simplified procedures or validating new developed methods does not currently exist. In addition, methods for estimating λc from single-ring infiltration experiments are based on cumbersome field procedures.

According to [START_REF] Elrick | Methods for analyzing constant-head well permeameter data[END_REF], we classified the λc estimates in five soil capillarity categories, i.e., from negligible (λc ≤ 10 mm) to very strong (λc ≥ 1000 mm) (Table L). Note that these categories were originally proposed to select a representative value of the sorptive number, α (L -1 ), which is equal to λ -1 , on the basis of five soil texture-structure categories when calculating Ks by the OPD method [START_REF] Angulo-Jaramillo | Infiltration Measurements for Soil Hydraulic Characterization[END_REF]. In this investigation, we also propose range values for each category as detailed in Table L.

For Ks, we used as a benchmark the values obtained with the BEST-steady method proposed by Bagarello et al. (2014c), which estimates Ks as follows:

𝐾 𝑠,𝐵𝐸𝑆𝑇 = 𝐶 𝑖 𝑠 𝐴 𝑏 𝑠 +𝐶 (15a) 𝐴 = 𝛾 𝑟(𝜃 𝑠 -𝜃 𝑖 ) (15b) 
Thus, the Ks values estimated by Eqs. (t1-4) were compared with those obtained by Eq. ( 15) in terms of relative errors using Eq. ( 14). We chose this method, as it involves the same experimental information of the λc-dependent methods considered in this investigation for estimating Ks, but it does not require an estimation of λc.

We avoided to use laboratory measurements as benchmark, as they can induce experimental artifacts [START_REF] Haverkamp | Soil properties and moisture movement in the unsaturated zone[END_REF], such as soil compaction and samples biased by pores, that may limit their comparability with in-situ measurements (e.g., [START_REF] Bagarello | Testing laboratory methods to determine the anisotropy of saturated hydraulic conductivity in a sandy-loam soil[END_REF]Di Prima et al., 2018c). Discrepancies are also expected when different measurement techniques are applied in the field or even when the same dataset is analyzed by alternative calculation approaches [START_REF] Mertens | Characterisation of the field-saturated hydraulic conductivity on a hillslope: in situ single ring pressure infiltrometer measurements[END_REF], though in the latter case the results can still be compared to one another [START_REF] Wu | Measuring Saturated Hydraulic Conductivity using a Generalized Solution for Single-Ring Infiltrometers[END_REF].

For comparisons between paired observations, the paired differences, i.e., Ks -Ks,BEST for given method, were calculated and the hypothesis of normality of these differences was checked by the Kolmogorov-Smirnov test. For non-normally distributed data the Wilcoxon signed rank test was used to test the median difference between paired observations at P < 0.05.

Results

Analytical validation

Actual values of the macroscopic capillary length

As expected, Eq. ( 2) yielded higher λ ̂𝑐 values for fine-textured soils and lower Se values (Table P). This is logical, since for fine soils the capillary contribution to water flow was higher than for coarser soils. More specifically, high λc values are associated to initially flat K(h) relationships, i.e., when a decrease in pressure head determines a moderate pore emptying [START_REF] Angulo-Jaramillo | Infiltration Measurements for Soil Hydraulic Characterization[END_REF][START_REF] Reynolds | Letter to the editor. Comment on "comparison of three methods for assessing soil hydraulic properties" by G. B. Paige and D. Hillel[END_REF]. As an example, this behavior can be observed on the hydraulic conductivity 

Estimating λc from analytically generated data

Cumulative infiltration could be calculated for all cases trough Eqs. ( 10) and ( 11) and using the parameters listed in Table C. All curves exhibited usual shapes, with a concave shape as a function of time, due to a decreasing hydraulic gradient as the wetting front moves away from the source and the influence of capillarity decreases [START_REF] Xu | Analysis of single-ring infiltrometer data for soil hydraulic properties estimation: Comparison of BEST and Wu methods[END_REF]. As the process approaches steady state, cumulative infiltration curves become approximately linear with time (Angulo-Jaramillo et al., 2016)

(Figure H). Note that the duration of the infiltration process decreased for higher values of the initial effective saturation degree. Indeed, for wetter initial conditions steady state was reached more quickly and with less water [START_REF] Di Prima | Testing a new automated single ring infiltrometer for Beerkan infiltration experiments[END_REF]. In this case, the influence of capillary forces on infiltration was very short, and the cumulative infiltration curves exhibited a more linear shape [START_REF] Angulo-Jaramillo | Beerkan Estimation of Soil Transfer parameters (BEST) across soils and scales[END_REF].

The values of the intercept, bs, estimated from these curves, were used in conjunction with the θi and θs values to calculate λc by Eq. ( 8) (Table P) G). Under these conditions, the ratio Ki / Ks departed from the assumption made to approximate Eq. (7a) (i.e., Ki ≪ Ks). More specifically, near the saturation, the ratio Ki / Ks was higher for the coarser soils than for the fine-textured soils because the capillary forces were weaker and the increase of the hydraulic conductivity near the saturation was less abrupt (Figure K). As a consequence, for the coarser soils, neglecting the Ki / Ks ratio in Eq. (7a) negatively affected λc estimates, yielding higher errors. Nevertheless, λc estimates were sufficiently accurate also in these cases, with errors always lower than 25%.

Estimating Ks from analytically generated data

The values of the slope, is, estimated from the analytically generated curve, were used to calculate

Ks by the four λc-dependent methods (i.e., OPD, WU2, SSBI, A4) using Eqs. (t1-4) ( 

Field testing

Peculiarities and experiments exclusion

For six Beerkan experiments infiltration rates increased with time, such that the cumulative infiltration curves exhibited convex shapes. The cumulative infiltration data in that instance yielded a negative value for the intercept, bs. This circumstance led to negative λc data. In addition, in case of negative intercept values, the BEST-steady algorithm is also expected to estimate meaningless Ks data [START_REF] Angulo-Jaramillo | Beerkan Estimation of Soil Transfer parameters (BEST) across soils and scales[END_REF]. For this reason these Beerkan experiments were excluded from subsequent analyses. These cases occurred at the Kinyami site (two instances), Palermo -SAAF site (one instance) and Crépieux-Charmy site (three instances), and reflect that the early wetting phase was impeded due to soil water repellency [START_REF] Concialdi | An open-source instrumentation package for intensive soil hydraulic characterization[END_REF]. Hydrophobia may be attributed to locally high OC content [START_REF] Goebel | Soil water repellency and its implications for organic matter decomposition -is there a link to extreme climatic events?[END_REF], exudates produced by the plant root systems or living organisms like arbuscular mycorrhizal fungi [START_REF] Rillig | Mycelium of arbuscular mycorrhizal fungi increases soil water repellency and is sufficient to maintain water-stable soil aggregates[END_REF], and organic pollutants such as hydrocarbons [START_REF] Durand | Characterisation of complex organic matter present in contaminated sediments from water retention ponds[END_REF].

Estimating λc from the Beerkan infiltration database

The Beerkan experiments that were not affected by flow impedance (427 out of 433) could be analyzed to determine λc. Eq. ( 8) yielded λc values ranging from 1.5 to 737.7 mm (Table Q).

According to the soil capillarity categories suggested by [START_REF] Elrick | Methods for analyzing constant-head well permeameter data[END_REF], the λc values were classified as representative of strong capillarity conditions in 29.7% of the cases (127 out of 427), moderate in the 44.3% (189), weak in the 25.1% (107), and negligible in the 0.9% (4) (Figure D). The categories weak and negligible were associated with the higher sand contents, i.e., 35% and 37%, respectively. Thus, for the field experiments, Eq. ( 3) estimated the lowest λc values for the coarsest soils, i.e., when gravity was expected to prevail over capillarity. This result increases our confidence on the proposed calculation approach. 2019), these cases correspond to three typical responses when applying the Beerkan protocol respectively on i) regular soils, ii) very fine soils and iii) very coarse soils (see their Figure 13).

In the first case (Figure Fb), cumulative infiltration exhibits an usual concave shape as a function of time. For this run, we estimated an intercept value of 30.9 mm, and a λc value of 49.2 mm falling within the range of 42 ≤ λc ≤ 125 mm (Figure Fa). According to the capillarity categories suggested by [START_REF] Elrick | Methods for analyzing constant-head well permeameter data[END_REF], the estimated λc value is representative of moderate capillarity conditions (Table L).

In the second case (Figure Fc), the cumulative infiltration curve exhibits a strong concave shape with an intercept value of 209.6 mm, yielding a λc value of 598.7 mm, falling within the strong capillary category (Table L andFigure Fa). This behavior is typical for very fine soils, with low permeability. For this run, capillary forces predominates for almost the duration of the experiment and the attainment of steady state required more time [START_REF] Di Prima | Testing a new automated single ring infiltrometer for Beerkan infiltration experiments[END_REF].

In the third case (Figure Fd), the cumulative infiltration curve exhibits an almost linear shape with an intercept value of 1.0 mm, yielding a λc value of 1.5 mm, i.e., lower than the considered threshold of 10 mm for negligible capillarity forces (Table L andFigure Fa). This behaviour is typical for coarse-textured soils and occurs when the infiltration process is mainly driven by gravity. Negligible values of λc were also reported in other investigations (e.g., [START_REF] Khaleel | Variability of Gardner's α for coarse-textured sediments[END_REF][START_REF] Russo | On the spatial variability of parameters of the unsaturated hydraulic conductivity[END_REF][START_REF] White | On the variability and use of the hydraulic conductivity alpha parameter in stochastic treatments of unsaturated flow[END_REF]. In this investigation we obtained negligible λc values in only four cases out of 427. These cases corresponded to the lowest measured intercept values (Figure Fa).

Estimating Ks from the Beerkan infiltration database

The differences between Ks and Ks,BEST were always non-normally distributed according to the Kolmogorov-Smirnov test. The Wilcoxon signed rank test showed that the four methods (i.e., OPD, WU2, SSBI, A4) yielded Ks estimates significantly different from the BEST-steady values. However, the discrepancies between methods were always lower than < 25%, with the exception of the SSBI method (Figure Z). More specifically, the method that yielded the lowest discrepancies was the WU2 method. This method yielded Ks values ranging from 1.4 to 3493.8 mm h -1 (Table Q), with 76 and 24% of the runs yielding respectively lower and higher Ks estimates than the BEST-estimated values (Figure Z). The median Ks values differed by only a factor of 1.002. The relative error, Er(Ks), ranged from -12.1 to 22.1%. Therefore, according to selected criterion (i.e., discrepancies < 25%), the WU2 and BEST-steady methods yielded similar Ks estimates. The OPD and A4 methods also gave |Er(Ks)| values always lower than 25%, suggesting that also these methods yielded similar Ks estimates to those values obtained by BEST-steady. Larger discrepancies were only obtained when using the SSBI method. This method always yielded Ks values higher than Ks,BEST, with only one exception. The Er(Ks) values ranged from -1.0 to 32.8%, with 21% of the runs (88 out of 427) yielding higher values than the considered threshold of 25%.

Discussion

In this investigation, we proposed to estimate the macroscopic capillary length using a simple

Beerkan infiltration experiment and a measurement of the initial and saturated soil water contents.

Previous investigations also suggested that the measured infiltration curve contains the necessary information to estimate λc [START_REF] Bagarello | Testing a Simplified Approach to Determine Field Saturated Soil Hydraulic Conductivity[END_REF](Bagarello et al., , e.g., 2014d;;Stewart and Abou Najm, 2018a;[START_REF] Wu | Measuring Saturated Hydraulic Conductivity using a Generalized Solution for Single-Ring Infiltrometers[END_REF]. However, these methods are based on the analysis of the transient infiltration process.

Indeed, they all require an estimation of the infiltration coefficients by the fitting of transient models to early infiltration data. It is not uncommon that these methods perform poorly, especially in case of uncertainties on the transient phase (e.g., Di Prima et al., 2019[START_REF] Di Prima | Comparing Transient and Steady-State Analysis of Single-Ring Infiltrometer Data for an Abandoned Field Affected by Fire in Eastern Spain[END_REF]. While these methods may alleviate the experimental efforts needed to determine λc and Ks in the field, for instance, reducing the required measurement time for low permeability soils (Bagarello et al., 2014d), they may introduce uncertainties on the hydraulic characterization and increase parameter variability [START_REF] Di Prima | Comparing Transient and Steady-State Analysis of Single-Ring Infiltrometer Data for an Abandoned Field Affected by Fire in Eastern Spain[END_REF]. This limitation can ultimately complicate an accurate assessment of spatial-temporal variability of soil hydraulic properties [START_REF] Angulo-Jaramillo | Infiltration Measurements for Soil Hydraulic Characterization[END_REF].

On the other hand, the proposed method uses the experimental information collected during the final stage of the infiltration process, thus, it is expected to be less sensitive to experimental data accuracy [START_REF] Bagarello | Testing a Simplified Approach to Determine Field Saturated Soil Hydraulic Conductivity[END_REF]. Estimating λc requires the intercept (bs) that can be easily calculated by linear regression analysis of the final portion of the cumulative infiltration. While the final infiltration rate (is) is totally independent from the early phase of the infiltration process, the intercept depends on the shape of the cumulative infiltration curve, thus, it restitutes a certain information on the transient phase (Bagarello et al., 2014c). The shape of the cumulative infiltration, in turn, reveals the relative importance of capillary and gravity forces during a ponding infiltration process, being more concave or linear respectively in case of prevalence of capillarity over gravity or vice versa [START_REF] Angulo-Jaramillo | Beerkan Estimation of Soil Transfer parameters (BEST) across soils and scales[END_REF]. More specifically, small values of the intercept are indicative of a linear infiltration curve, i.e., when gravity prevails over capillarity, which occurs primarily in coarsetextured and/or highly structured porous media. On the contrary, high intercept values are indicative of a concave infiltration curve, i.e., when capillarity prevails over gravity, which occurs primarily in fine-textured soils. Therefore, bs is expected to be a reliable predictor of the macroscopic capillary length.

In this investigation, this hypothesis was validated by assessing the proposed calculation approach using both analytical and field data. The analytical validation demonstrated that Eq. ( 8) was able to provide reliable λc estimates over a wide range of soil textural characteristics and initial soil water contents. We also tested the new method on a large database including 433 Beerkan infiltration experiments carried out on different soils having contrasting textural characteristics, i.e., from sandy to clayey. The 99.1% of the experiments yielded λc values falling within the realistic range 10 ≤ λc ≤ 1000 mm (W. D. Reynolds and Elrick, 2002), with the only expectation of four cases yielding negligible λc values, i.e., lower than 10 mm.

An expected advantage of the proposed method is to improve Ks prediction since it avoids to choose a λc value on the basis of the soil capillarity categories. Indeed, using Eqs. (t1-4) needs knowledge of λc, that, according to [START_REF] Elrick | Methods for analyzing constant-head well permeameter data[END_REF], can be estimated on the basis of a general description of soil textural and structural characteristics (Table L). The effect of an erroneous choice of the capillarity category on Ks predictions was investigated by Bagarello et al. (2014d). These authors assessed the sensitivity of Ks to the right choice of the capillarity category, reporting that an erroneous choice of the capillarity category, for instance differing by plus or minus one category from the correct one, may also lead to discrepancies between Ks estimates of more than a factor of three.

A sensitivity analysis to determine the effect of errors in constraining λc on Ks estimations was also performed by Stewart and Abou Najm (2018b). These authors reported that Ks estimates are more sensitive to underpredictions of λc compared with overpredictions. Therefore, choosing an erroneous λc value from the previous capillarity category may have a more relevant effect than choosing the λc value from the successive category. In any case, the subjectivity on the choice of an appropriate λc value constitutes a clear limitation when using λc-dependent methods for estimating Ks, such as those considered in this investigation. On the contrary, the proposed method avoids any subjectivity on the estimation of λc.

A possible limitation when using this calculation approach, especially on very fine soils, is related to the need of infiltrating enough water during the experiment in order to approach steady state conditions. Indeed, fine-textured and unstructured soils often exhibit very low permeability, thus, the attainment of steady state may require excessively long experiments [START_REF] Di Prima | Testing a new automated single ring infiltrometer for Beerkan infiltration experiments[END_REF], which would complicate reaching steady state conditions with the regular Beerkan protocol (Alagna et al., 2016a). This problem can be easily solved using automated devises, such as the one developed by Di Prima (2015) and [START_REF] Concialdi | An open-source instrumentation package for intensive soil hydraulic characterization[END_REF], that allows accurate and automated infiltration rates measurements. The first obvious advantage in using automatic infiltrometer in case of low permeability soils is that data collection is automated and it does not require any further manipulation by the user once the device is installed. Therefore, tests can be simultaneously performed alleviating the experimental efforts in case of long experiments durations [START_REF] Alagna | Alternative analysis of transient infiltration experiment to estimate soil water repellency[END_REF].

Summary and conclusions

In this investigation, we assessed a simple field method for estimating the macroscopic capillary length, λc, by only using a single-ring infiltration experiment of the Beerkan type and a measurement of the initial and saturated soil water contents. We validated the proposed method by using both analytical generated data and a large database of 433 Beerkan infiltration experiments carried out in four different countries, i.e., Italy, Burundi, France and Spain, during the period 2010-2017. While the analytical validation supported our hypothesis that the intercept, bs, is a reliable predictor of the macroscopic capillary length, the testing carried out using the Beerkan database increased our confidence on the proposed calculation approach. This method constitutes an easy solution to estimate λc, and it can be applied in conjunction with a number of λc-dependent methods for estimating the saturated soil hydraulic conductivity, allowing to improve Ks prediction in the field. The proposed method may also avoid any subjectivity caused by the selection of a representative λc value on the only base of textural and structural characteristics. is (L T -1 ) = steady-state infiltration rate estimated from the cumulative infiltration versus time plot. λc (L) = macroscopic capillary length. r (L) = ring radius. γ = dimensionless constant set equal to 0.75 and related to the effect of disk curvature and gravity [START_REF] Smettem | Three-dimensional analysis of infiltration from the disc infiltrometer: 1. A capillary-based theory[END_REF]. γw = dimensionless constant related to the shape of the wetting front [START_REF] White | Macroscopic and microscopic capillary length and time scales from field infiltration[END_REF]. A value of γw = 1.818 was suggested by Reynolds and Elrick (2002). 

  function of the silty clay loam soil (Figure K), where the functional relationship between K and Se is very flat for low Se values, i.e. high pressure head. On the other hand, low λc values are associated to steep relationships, i.e., when a small decrease in pressure head determines a more relevant pore emptying (e.g., sand, Figure K).

.

  Then, the λc values were compared with the corresponding actual values, λ ̂𝑐, in terms of relative errors (Figure G). All λc values were accurate according to the chosen criterion, since Er(λc) ranged from -23.2 to 7.9%. The higher |Er(λc)| values were obtained for the coarse-textured soils, namely the sandy and loamy sand soils, and only for initial wet conditions (Figure

  Figure Fd). According to Angulo-Jaramillo et al. (2019), these cases correspond to three typical

  = ring insertion depth into the soil. 𝐺 * = d + r/2. H (L) = ponding depth of water.

Figure H .

 H Figure H. Cumulative infiltration curves for different soils and initial effective saturation degrees, Se. The

Figure G .

 G Figure G. Values of the relative error of the macroscopic capillary length, Er(λc), predictions (expressed as a percentage of the actual values, 𝛌 ̂𝒄) estimated for the six synthetic soils listed in Table C.
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 W Figure W. Values of the relative error of the saturated soil hydraulic conductivity, Er(Ks), predictions (expressed as a percentage of the actual values, 𝑲 ̂𝒔) estimated for the six synthetic soils by the four
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  Figure F. (a) Comparison between the estimated macroscopic capillary length, λc, and the intercept, bs,
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 D Figure D. Sample size, N, of the macroscopic capillary length predictions and mean sand content (%) for
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 Z Figure Z. Cumulative empirical frequency distribution of the saturated soil hydraulic conductivity, Er(Ks),

  

  

Table P )

 P . Then, the Ks values were compared with the corresponding actual values, 𝐾 ̂𝑠 (TableC), in terms of relative errors (FigureW). The Er(Ks) values ranged from -3.1 to 9.5%, from -7.4 to 5.4%, from -24.7 to -2.2%, and from 2.4 to 14%, for the OPD, WU2, SSBI and A4 methods, respectively. Mean |Er(Ks)| values were ordered as OPD < A4 < WU2 < SSBI. Therefore, the OPD method was the most accurate overall. However, the four methods always yielded accurate estimates, since |Er(Ks)| values were always lower than 25% (FigureW).

Table E .

 E Relationships for calculating the saturated soil hydraulic conductivity, Ks, by the One-Ponding Depth (OPD) method, the method 2 byWu et al. (1999) (WU2), the Steady version of the Simplified method based on a Beerkan Infiltration run (SSBI), and the Approach 4 (A4).

				Relationships
	OPD		WU2	SSBI	A4
	𝐾 𝑠 =	𝑖 𝑠 𝜋𝑟 2 𝜆 𝑐 𝜆 𝑐 𝑟( 𝐻 +1)+(0.316 (0.316 𝑑 𝑟 +0.184) 𝑑 𝑟 +0.184) 𝜋𝑟 2 𝜆 𝑐	𝐾 𝑠 =	𝑖 𝑠 0.9084( 𝐻+λ 𝑐 𝐺 * +1)
	(t1)			

Table C .

 C Soil hydraulic parameters for the five studied soils used to model the infiltration experiments. From[START_REF] Carsel | Developing joint probability distributions of soil water retention characteristics[END_REF].

	Soil texture	Sand	Loamy Sand	Sandy Loam	Loam	Silt Loam	Silty Clay Loam
	θr	0.045	0.057	0.065	0.078	0.067	0.089
	θs	0.43	0.41	0.41	0.43	0.45	0.43
	αVG (mm -1 )	0.0145	0.0124	0.0075	0.0036	0.002	0.001
	n	2.68	2.28	1.89	1.56	1.41	1.23
	𝐾 ̂𝑠 (mm h -1 )	297.0	145.9	44.2	10.44	4.5	0.7
	l	0.5	0.5	0.5	0.5	0.5	0.5

Table L .

 L Soil capillarity categories suggested by[START_REF] Elrick | Methods for analyzing constant-head well permeameter data[END_REF], and representative α (mm -1 ) and λc (mm) values. The suggested range values for the two parameters are also reported.

	Soil capillarity category	Representative α (mm -1 )	Suggested α range values	Representative λc (mm)	λc range values
	Very strong	≤0.001		≥1000	
	Strong	0.004	0.001<α<0.008	250	125<λc<1000
	Moderate	0.012	0.008≤α≤0.024	83	42≤λc≤125
	Weak	0.036	0.024<α<0.1	28	10<λc<42
	Negligible	≥0.1		≤10	

Table S .

 S Summary of the Beerkan infiltration database. Total number of Beerkan infiltration

	607
	experiments, Ntot = 433.

Table P .

 P Summary of the soil hydraulic properties for the six synthetic soils.

	Soil	Se	hi	θi	S	ϕ	λ ̂𝑐	λc	is	bs		Ks (mm h -1 )
			(mm)	(m 3 m -3 ) (mm h -0.5 ) (mm 2 h -1 )	(mm)	(mm) (mm h -1 ) (mm) OPD	WU2	SSBI	A4
					(Eq. 12)	(Eq. 3)	(Eq. 2)	(Eq. 8)			(Eq. t1) (Eq. t2) (Eq. t3) (Eq. t4)
	Sand	0.1	269.0	0.083	86.5	11308.6	38.1	37.2	516.7 15.0	304.3	319.1	341.3	289.8
		0.2	174.5	0.122	81.3	11298.6	38.0	37.0	515.3 13.2	304.2	319.0	341.0	289.7
		0.3	133.1	0.160	75.7	11268.5	37.9	36.8	513.3 11.5	303.7	318.5	340.3	289.3
		0.4	107.8	0.199	69.6	11202.4	37.7	36.7	510.6	9.8	302.4	317.2	338.8	288.1
		0.5	89.7	0.237	62.9	11076.7	37.3	36.7	506.5	8.2	299.8	314.4	335.9	285.6
		0.6	75.2	0.276	55.5	10854.0	36.5	37.1	500.4	6.6	294.9	309.2	330.7	280.9
		0.7	62.5	0.314	46.9	10467.3	35.2	38.2	491.1	5.1	286.1	299.8	321.6	272.3
		0.8	50.2	0.353	36.8	9776.1	32.9	40.5	476.0	3.6	270.3	282.7	305.4	256.8
	Loamy Sand	0.1	483.8	0.092	58.2	5602.2	38.4	37.4	254.5 13.8	149.5	156.7	167.8	142.4
		0.2	276.4	0.128	54.7	5598.0	38.4	37.2	253.8 12.2	149.5	156.7	167.6	142.4
		0.3	195.6	0.163	50.9	5584.2	38.3	36.9	252.8 10.6	149.3	156.6	167.4	142.3
		0.4	150.0	0.198	46.8	5552.5	38.1	36.6	251.4	9.0	149.0	156.2	166.9	141.9
		0.5	119.2	0.233	42.3	5490.2	37.6	36.4	249.3	7.5	148.1	155.4	165.8	141.2
		0.6	95.9	0.269	37.3	5376.9	36.9	36.3	246.1	6.0	146.4	153.6	163.9	139.5
		0.7	76.5	0.304	31.5	5176.0	35.5	36.5	241.3	4.5	143.2	150.2	160.4	136.5
		0.8	58.9	0.339	24.6	4811.2	33.0	37.4	233.4	3.1	137.2	143.8	153.9	130.6
	Sandy Loam	0.1	1765.2	0.100	36.0	2145.5	49.7	48.3	86.5 17.4	45.4	47.2	52.1	42.9
		0.2	799.2	0.134	33.8	2145.5	49.7	48.0	86.3 15.4	45.4	47.2	52.0	42.9
		0.3	494.2	0.169	31.5	2140.3	49.5	47.6	85.9 13.4	45.4	47.2	52.0	42.9
		0.4	344.1	0.203	29.0	2129.8	49.3	47.1	85.3 11.3	45.3	47.2	51.8	42.9
		0.5	253.1	0.238	26.2	2107.9	48.8	46.5	84.5	9.3	45.2	47.0	51.6	42.7
		0.6	190.3	0.272	23.1	2066.0	47.8	45.7	83.3	7.3	44.8	46.7	51.2	42.5
		0.7	142.4	0.307	19.5	1988.8	46.0	44.9	81.4	5.4	44.2	46.1	50.3	41.8
		0.8	102.3	0.341	15.2	1843.8	42.7	44.0	78.1	3.5	42.8	44.6	48.7	40.6
	Loam	0.1 16941.8	0.113	20.9	719.7	69.2	67.6	24.3 24.9	10.7	11.0	12.6	10.0
		0.2	4883.1	0.148	19.6	719.6	69.2	67.2	24.2 22.0	10.7	11.0	12.6	10.0
		0.3	2330.8	0.184	18.3	718.8	69.1	66.6	24.1 19.1	10.7	11.0	12.6	10.0
		0.4	1354.4	0.219	16.8	716.5	68.9	65.9	23.9 16.2	10.7	11.0	12.6	10.0
		0.5	866.2	0.254	15.2	711.0	68.4	64.8	23.7 13.2	10.7	11.0	12.6	10.0
		0.6	579.6	0.289	13.4	699.3	67.2	63.2	23.3 10.3	10.7	11.0	12.5	10.0
		0.7	390.5	0.324	11.3	676.0	65.0	61.0	22.7	7.5	10.6	10.9	12.4	9.9
		0.8	252.5	0.360	8.8	629.2	60.5	57.7	21.6	4.7	10.4	10.8	12.1	9.8
	Silt Loam	0.1	1.4×10 5	0.105	16.3	402.8	89.5	87.8	12.3 35.1	4.6	4.7	5.6	4.3
		0.2 25267.3	0.144	15.3	402.8	89.5	87.3	12.2 31.1	4.6	4.7	5.6	4.3
		0.3	9318.5	0.182	14.3	402.6	89.5	86.6	12.2 27.0	4.6	4.7	5.6	4.3
		0.4	4529.8	0.220	13.2	401.8	89.3	85.7	12.1 22.9	4.6	4.7	5.6	4.3
		0.5	2531.6	0.258	11.9	399.6	88.8	84.4	12.0 18.8	4.6	4.7	5.6	4.3
		0.6	1519.5	0.297	10.5	394.4	87.6	82.4	11.8 14.7	4.6	4.7	5.6	4.3
		0.7	933.0	0.335	8.9	383.2	85.2	79.3	11.5 10.6	4.6	4.7	5.5	4.3
		0.8	553.5	0.373	7.0	359.1	79.8	74.2	10.9	6.6	4.6	4.7	5.4	4.3
	Silty Clay Loam 0.1	2.2×10 7	0.123	6.0	60.0	85.7	84.9	1.9 30.3	0.7	0.7	0.9	0.7
		0.2	1.1×10 6	0.157	5.6	60.0	85.7	84.5	1.9 26.8	0.7	0.7	0.9	0.7
		0.3 1.9E×10 5	0.191	5.2	60.0	85.7	84.1	1.9 23.3	0.7	0.7	0.9	0.7
		0.4 53399.3	0.225	4.8	60.0	85.7	83.4	1.9 19.8	0.7	0.7	0.9	0.7
		0.5 19954.8	0.259	4.4	59.9	85.5	82.5	1.8 16.3	0.7	0.7	0.9	0.7
		0.6	8725.5	0.294	3.9	59.5	85.0	81.0	1.8 12.8	0.7	0.7	0.9	0.7
		0.7	4137.5	0.328	3.3	58.5	83.6	78.5	1.8	9.3	0.7	0.7	0.9	0.7
		0.8	1966.9	0.362	2.6	55.9	79.9	73.6	1.7	5.8	0.7	0.7	0.9	0.7

Table Q .

 Q Summary of the soil hydraulic properties estimated from the Beerkan database.

	Statistic	λc		Ks (mm h -1 )			
		(mm)	BEST-steady	OPD	WU2	SSBI	A4
		(Eq. 8)	(Eq. 15)	(Eq. t1)	(Eq. t2)	(Eq. t3)	(Eq. t4)
	N	427	427	427	427	427	427
	min	1.5	1.3	1.4	1.4	1.6	1.2
	max	737.7	3550.9	3294.1	3493.8	3758.7	3173.7
	mean	112.6	270.7	258.5	269.3	305.2	244.6
	median	68.0	156.8	153.3	156.4	182.4	142.0
	CV	101.3	142.0	140.1	141.3	137.6	141.3

† Department of Agricultural, Food and Forest Sciences (SAAF = Scienze Agrarie, Alimentari e Forestali).

N = Number of Beerkan infiltration experiments; D (cm) = ring diameter; V (mL) = water volume applied with each pouring.
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